SEMI-AUTOMATIC WRAPPING MACHINE F70 & GT60

F70 - SEMI-AUTOMATIC WRAPPING MACHINE

Suitable to wrap with thermos-shrinkable LDPE film.
Production Capacity 5-7 packs per minute - Productivity depending from the product dimensions

F70 description :

· pre-assembling in-line pusher on stainless steel working level plate, moved by hand

· "hot bar" type 700 mm sealing bar actuated by pneumatically cylinder with safety system

· control of the temperature of the sealing bar with Derived Integrated Proportional electronic thermo regulator with threshold of alarm (until when he doesn't reach the temperature of exercise mailed the machine doesn't work in automatic)

· polyethylene flat sheet shrink film reels max sizes: 680mm [W], 250mm [D], 35/60 my thickness

· sealing bar obstacle detection safety photocell

· opening passage under the sealing bar 380 mm

· Work bench height 800 mm. +- 25 mm.

· interchangeable out feed dead plate beyond the sealing bar

· Motorized upper reel film unwinding system 

· free upper and lower reel film unwinding system

· selector for manual or semi-automatic cycle with button for start

· electrical cabinet fit in the machine

· accident prevention system 

· installed power 1.5 kW - Voltage: Mono phase 220 V - Pneumatically feed 6 bar

OPTIONAL:
Motorized system to move the in-line pusher, for an automatic loading of the products over the sealing unit.

 

GT60 - SHRINKING TUNNEL 

· Variable speed rubber rods conveyor.

· Rubber rods rotation to not affect packaging while shrinking.

· Powered and ventilated chamber (capable for PE shrinkage).

· 1200 mm. Chamber length insulated by mineral wool; 

· Heated by armoured Resistance with opening passage 600 x 400 (height).

· Forced ventilation air recycling.

· External tunnel chamber air flow adjustment.

· Electronic temperature adjustment.

· Automatic turn off with heating elem. cooling system after GT60 switching off.

· Easy extractable build in control panel.

· Installed power about 15 Kw. Out-feed free roller conveyor.

